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ŠTĚPKOVAČ / CHIPPER LS 95 ES

Kód / Code LZ-1110

Délka / Length   1500 mm

Šířka / Width  790 mm

Výška / Height  1530 mm

Hmotnost / Weight 222 kg

Pojezd / Travel 12V - 0,3 kW

Výkon / Load  1,6 ÷ 2,8 m3 / h

Max. průměr / Max. diameter 80 mm

Počet nožů / Number of blades 2

Délka štěpky / Length of chips  4 ÷ 6 mm

MOTOR / ENGINE KOHLER CH 440

Výkon motoru / Power output 10 kW (14 HP) 

Palivo / Fuel BENZIN  / GASOLINE (E5)

LS 95 ES
Štěpkovač
Chipper

	 Štěpkovač LS 95 se vyznačuje vysokým 
výkonem a jednoduchou konstrukcí. Motor je s 
řezacím ústrojím spojen klínovým řemenem. Stroj 
je vybaven dvěma řezacími noži a protiostřím. 
Vkládání štěpkovaného materiálu je gravitační, 
což znamená, že materiál vložený do násypky sám 
klouže k řezacímu ústrojí. Ergonomická madla a 
elektrický pojezd maximálně usnadní manipulaci 
se strojem.

	 The chipper LS 95 can be characterized by 
high power output and simple design. Transmission 
of power from the engine to the chipping device is 
based on V-belt gearing. This chipper is equipped 
with two cutting blades and one fixed counter 
blade. Loading of materials to be chipped between 
the loading rolls is realised by gravity only, i.e. 
there is no other mechanism required. Ergonomic 
controls and electric travel gear make any handling 
operations much easier.
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