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LS 150/3538 CB
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b LS 150/38 je $tépkovaé dfevni hmoty pro
maximalni prGmér vklddaného materialu 150 mm.
Je uréen k likvidaci vétvi, kmenut, kefd a dalSich
nadzemnich ¢&asti rostlin. Stépkova¢ je vybaven
dvéma hydraulicky pohdnénymi vkladacimi
valci s automatickym systémem proti pretizeni
spalovaciho motoru, pocitadlem motohodin
(celkové/denni), sklopnym a otoc¢nym vyfukovacim
kominem.

2= The chipper LS 150/38 is designed for
disposal of wood waste, twigs, branch-wood and
other above-ground biomass. It can dispose all
these materials with diameters up to 150 mm. The
chipper is also equipped with two loading rolls
hydraulically controlled and linked to an automatic
system as overload protection of its combustion
engine.

Délka / Length 3466 mm

Sitka / Width 1590 mm

Vyska / Height 2380 mm (transport 1690 mm)
Hmotnost / Weight 750 kg

Varianta / Variant Najezdova brzda / Overrun Break
Vykon / Load 5+10m3/h

Max. pramér / Max. diameter 150 mm

Pocet nozl / Number of blades 2

Délka stépky / Length of chips 10 + 50 mm

MOTOR / ENGINE
Vykon motoru / Power output

Palivo / Fuel

KOHLER CH 980
26,1 kW (35 HP)
BENZIN / GASOLINE (E5)
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