Komunalni technika Environmental Machines

LS 160 T

STEPKOVAC
Wood Chipper

Max. 160 mm
www.laski.cz

[ S LS 160 T je vykonny kompaktni $tépkovaé =& The chipper LS 160 T is a compact machine
drevni hmoty pro maximalni primér vkladaného intended for disposal of wood waste, twigs, bark,
materidlu 160 mm a pro agregaci za traktor. Je  branch-wood and other above-ground biomass,
urcen k likvidaci vétvi s listim i jehli¢im, kmen(, for chipping of redundant timber such as sticks,
kefl, kary a dalSich nadzemnich ¢asti rostlin nebo  deals, pickets etc. and also for manufacture of
k vyrobé stépky. chips from aforesaid materials. It can dispose all
these materials with diameters up to 160 mm.

STEPKOVAC / CHIPPER LS 160 T (540) LS 160 T (1000)

Kéd / Code LC-13001 LC-13000

Délka / Length 2265 mm (transport 1905 mm) 2265 mm (transport 1905 mm)
Sitka / Width 1280 mm 1280 mm

Vyska / Height 2350 mm (transport 1760 mm) 2350 mm (transport 1760 mm)
Hmotnost / Weight 568 kg 568 kg

Vykon / Load 12+16m3/h 12+16m3/h

Max. pramér / Max. diameter 160 mm 160 mm

Pocet nozli / Number of blades 2 2

Délka stépky / Length of chips 5+15mm 5+ 15 mm

Vykon PTO / PTO power 30 + 60 kW (40 + 80 HP) 30 + 60 kW (40 + 80 HP)

Otacky PTO / PTO 540 ot/min 1000 ot/min

Zavés / Hinge 3 bod, kat. 1, 2 / Three-point 1 or2 3 bod, kat. 1, 2 / Three-point 1 or 2
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