
ŠTĚPKOVAČ / CHIPPER LS 160 PG Track

Kód / Code LC-16500

Délka / Length   3000 mm (transport  2385 mm)

Šířka / Width  1360 mm

Výška / Height  2530 mm (transport 1945 mm)

Hmotnost / Weight 1200 kg

Výkon / Load  12 ÷ 16 m3 / h

Max. průměr / Max. diameter 160 mm

Počet nožů / Number of blades 2

Délka štěpky / Length of chips  5 ÷ 15 mm

MOTOR / ENGINE Kohler ECH 749

Výkon motoru / Power output 19,8 kW (26,5 HP) 

Palivo / Fuel BENZIN  / GASOLINE (E5) / LPG

LS 160 PG Track
Štěpkovač
Chipper

 LS 160 PG Track je výkonný kompaktní 
štěpkovač dřevní hmoty pro maximální průměr 
vkládaného materiálu 160 mm. Je určen k likvidaci 
větví s listím i jehličím, kmenů, keřů, kůry a dalších 
nadzemních částí rostlin nebo k výrobě štěpky. 
Otočná horní stavba štěpkovače umožňuje přímý 
přístup ke vkládacímu žlabu z jakékoli strany. Stroj 
je vybaven úsporným motorem se vstřikováním 
paliva. Provoz na benzín a LPG.

 The chipper LS 160 PG Track is a compact 
machine intended for disposal of wood waste, 
twigs, bark, branch-wood and other above-ground 
biomass, for chipping of redundant timber such as 
sticks, deals, pickets etc. and also for manufacture 
of chips from aforesaid materials. It can dispose 
all these materials with diameters up to 160 mm. 
This machine is equipped with an environmentally-
friendly engine with fuel injection. Drive on petrol 
or LPG.
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