Komunalni technika Environmental Machines

LS 160 PGB

étépkovac‘:’
Chipper

Max. 160 mm

www.laski.cz

[ S LS 160 PG je vykonny kompaktni Stépkovac
dievni hmoty pro maximalni prdmér vkladaného
materialu 160 mm. Je urcen k likvidaci vétvi s listim
i jehlicim, kmenu, ker, kary a dalSich nadzemnich
Casti rostlin nebo k vyrobé Stépky. Otocna horni
stavba Stépkovace umoznuje primy pfistup ke
vkladacimu zlabu z jakékoli strany. Stroj je vybaven
uspornym motorem se vstrikovanim paliva. Provoz
na benzin a LPG.

STEPKOVAC / CHIPPER

POWERED BY
2G5
€  The chipper LS 160 PG is a compact
machine intended for disposal of wood waste,
twigs, bark, branch-wood and other above-ground
biomass, for chipping of redundant timber such as
sticks, deals, pickets etc. and also for manufacture
of chips from aforesaid materials. It can dispose
all these materials with diameters up to 160 mm.
This machine is equipped with an environmentally-

friendly engine with fuel injection. Drive on petrol
or LPG.

LS 160 PGB
LC-16001

Kéd / Code

Délka / Length

Sitka / Width

Vyska / Height

Hmotnost / Weight

Varianta / Variant

Vykon / Load

Max. pramér / Max. diameter
Pocet nozl / Number of blades

Délka stépky / Length of chips

3485 mm (transport 3155 mm)
1590 mm

2500 mm (transport 1920 mm)
750 kg

Najezdova brzda / Overrun Break
12+16m3/h

160 mm

2

5+15mm

MOTOR / ENGINE
Vykon motoru / Power output

Palivo / Fuel

KOHLER ECH 749
19,8 kW (26,5 HP)
BENZIN / GASOLINE (E5) / LPG

LASKI, s.r.0., Blistka 263, 798 17 Smrzice, Czech Republic, Tel.: +420 582 305 740



